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CHART A 

NOTES: 

1).CONDUCTOR: BARE COPPER 17/0.16*5C. 

2).INSULATOR: SR-PVC,ID:1.3±0.05mm 

(ORANGE&BLUE&BROWN&GRAY&GREEN) 

3).CONDUCTOR: BARE COPPER 21/0.18*2C. 

4).INSULATOR: SR-PVC,ID:1.6±0.1mm(RED&BLACK) 

5).AL/FOIL 

6).OUTER JACKET PVC,BLACK IN COLOR,OD:7.0±0.2mm. 

1.CABLE SPECIFICATION: UL2464 20AWG*2C+22AWG*5C.

[21/0.18BC*2C+17/0.16BC*5C+AUFOIL]*1 C.

OUTER JACKET PVC,BLACK IN COLOR,OD:7.0±0.2mm.

PRINT WORD: "E313087 >\.1 AWM STYLE 2464 80
°

C 300VVW-1 CYBERPOWER".

2.ELECTRICAL TEST

<1>.100% OPEN SHORT & MISS WIRE TEST

<2>.INSULATION RESISTANCE: DC 400V SOM ohm MIN

<3>.CONDUCTOR RESISTANCE: 3 ohm MAX 

3.PACKING:1 PCS/PE BAG.
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HANK CHART 
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